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Product Specifications 
 
Air Filter Shape Panel 
Filter Material Cotton Gauze 
Filter Re-Oiling Amount 1.77 oz (52 ml) 
Height 0.813 in (21 mm) 
Outside Length 14.563 in (370 mm) 
Outside Width 9.375 in (238 mm) 
Package Contents 1 Air Filter 
Package Quantity 1 
Product Box Height 15.06 in (383 mm) 
Product Box Length 11.06 in (281 mm) 
Product Box Width 2.34 in (60 mm) 
Product Style Panel Air Filter 
Weight 1.7 lb (0.8 kg) 
 

Product Features: 

• Designed to boost horsepower and rate of acceleration 
• Can be cleaned and used again 
• High air flow with exceptional filtration 
• Lasts up to 50,000 miles before cleaning is required depending on driving conditions 
• Works with original equipment manufacturer vehicle electronics 
• Emissions legal in all 50 US states 
• Will NOT void vehicle warranty 
• Million Mile Limited Warranty® 

K&N Applications for 33-2349 Replacement Air Filter 
 
2010 PONTIAC SOLSTICE 2.4L L4 F/I - All    

2009 SATURN SKY 2.4L L4 F/I - All    

2009 PONTIAC SOLSTICE 2.4L L4 F/I - All    

2008 SATURN SKY 2.4L L4 F/I - All    

2008 PONTIAC SOLSTICE 2.4L L4 F/I - All    

2007 SATURN SKY 2.4L L4 F/I - All    

2007 PONTIAC SOLSTICE 2.4L L4 F/I - All    

2006 PONTIAC SOLSTICE 2.4L L4 F/I - All 
 

 



Helpful hints on installing your  
K&N® replacement air filter 

* FREE K&N® decal To register your warranty, please see us online at knfilters.com/register. FREE K&N® decal *  

Congratulations, you have purchased the finest air filter that money can buy. With proper care, this filter will last 1 million miles or 
more. This filter is a direct replacement for the stock air filter, and no modifications will be required. This air filter does not require a 
specific installation procedure; however, if you do experience difficulties with the fit of your K&N® air filter, check below for some 
common tips to help you. Everyone’s mechanical ability is different; if you are unsure on how to correctly change your air filter 
please seek a professional mechanic’s help.  

• Verify that you have the correct filter that is listed in the K&N® catalog for your make, model, year and engine size. Vehicle 
manufacturers can change air filter housings from one year to the next and from model to model. Even though they may use the 
same OEM air filter, the K&N® air filter that was listed for one year or model may not fit or seal correctly; e.g.: Ford Taurus SHO 
uses the same OEM air filter as the 86-93 Mustang GT, but the K&N® 33-2015 for the Mustang will not fit the Taurus SHO. The 
1989-1995 Taurus SHO must use a K&N® 33-2040.  

• Disconnecting the air intake tube from the air box lid can make it easier to maneuver the lid. Some intake tubes are very rigid and 
do not bend or twist easily.  

• Some K&N® air filters need to be installed into the air box lid first. This is due to the difference in manufacturing techniques of 
K&N® air filters. When installing the filter into the lid, hold the air filter in place with your index fingers while reinstalling the air box 
lid. This helps to prevent the air filter from falling out.  

• On cars like some BMW’s and the Porsche Boxster that use a tray type air box, hold the air filter in place with your index fingers 
while inserting the cartridge into the air filter housing to prevent the filter from falling out of the tray. If your vehicle has the tray type 
air box and you have trouble pushing the lid closed try lubricating the back side of the tray with K&N® air filter grease or equivalent. 
This will reduce the friction between the air filter tray and the air box housing.  

• Always make sure that the air filter is seated into the groove on the lid and that the lid is properly seated onto the air box base. If 
the filter, lid and base are not lined up correctly and you try to fasten the clips or screws that hold the two halves together you will 
most likely break the air box. Sometimes it will help if you gently slide the air box lid from side to side along the surface of the air box 
base until you feel the air box lid seat onto the base. Please note that the pressure needed to fasten the clips with a K&N® air filter 
will be slightly more than with an OEM type that has a soft foam seal. If the pressure needed seems excessive or you see the air 
box bending excessively - STOP and re-check your installation.  

• Sometimes the screws or clips on an air box can fall off when changing or cleaning an air filter. If you do not have all of the screws 
or clips, the air filter might not seal properly, allowing dirt and dust to pass by the air filter and go straight into your engine. If you 
have some that are missing, you should get replacements from your dealership.  

• On air boxes that use a type of hinge to fasten one side of the air box it helps to lightly coat the sealing surface with air filter grease 
or silicone spray. This reduces the friction that you might encounter when closing the air filter housing. Always make sure that the 
tabs on the lid or base are fully seated into the slots on the lid or base otherwise the air box could pop open while driving.  

• Vehicles used in severe dust conditions (most of the southwestern states) will benefit from a generous application of K&N® air 
filter sealing grease on the filters sealing surface for extra protection.  

• Some vehicles are equipped with a charcoal barrier that is riveted or otherwise built into the air box. This barrier may look like a 
secondary air filter, but it is actually part of the emissions system and should not be removed. This K&N® stock replacement filter is 
a drop-in filtration unit and does not require any modifications to your stock air cleaner system.  
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