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Sonic 1.4L Silicone Coolant Hoses 

The DDMworks 1.4L Silicone coolant 
hoses add a little color and replace the 
stock rubber lines with higher quality and 
longer lasting 4 ply silicone tubes. 
 
Installation is pretty straight forward and 
can be done in under an hour, however 
we recommend giving yourself a couple 
hours to make sure. 
 
If you have any questions during the in-
stallation you can call or text us at(864)
907-6004 or email us at 
Tech@ddmworks.com. 
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TOOLS NEEDED 

Blade Screwdriver 

Phillips Screwdriver 

Angled tip needle nose pliers 

Regular Pliers 

Plastic gallon jug (or equivalent) 
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Removal of the stock hoses / Install of Silicone Coolant hoses 

1. First thing is to remove the stock coolant lines on 

the car. To do this you will simply need to squeeze 

the clamps on the end of each hose and slide the 

clamp over the tube slightly. Once you have slid 

the clamp toward the middle of the tube slightly 

(about 1-2”) then you will be able to twist and pull  

on the rubber tube to get it to come off. Sometimes 

using a small blade screwdriver to go along the end 

of the rubber hose will help break the seal and al-

low the tube to come off much easier. 

2. When removing the stock rubber lines you will 

lose some coolant. If you remove the long hose 

that goes from the coolant reservoir to the back of 

the engine first, you can catch a lot of the coolant 

in an old milk jug. To do this, loosen the bolts 

holding the coolant reservoir in place, which will 

allow you to lift it up slightly. Loosen the hose at 

the back of the engine first, quickly put the end 

into the old milk jug and lift the reservoir. This 

will drain a lot of the coolant that you would nor-

mally lose into the milk jug (please make sure to 

completely clean the inside of the milk jug first 

before doing this). 

3. With the coolant reservoir lifted out of the way, 

you will also be able to see and reach the upper 

radiator hose also.  

4. Use the new hose clamps to secure all of the new 

lines in place. 

5. Once all of the new lines are in place, fill the cool-

ant reservoir back up to the correct line using the 

coolant you recovered from the milk jug. If you 

need a little more to fill it, make sure you use a 

proper mix of coolant that is compatible with GM 

Dexcool. Leave the cap off of the coolant reservoir 

and let it the car sit overnight. Check the fluid level 

in the morning and refill as necessary.  
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PART # DDM-13-6 
Reservoir to system hose 
 
Hardware: 
Qty 2  #12 hose clamp  

PART # DDM-13-8 
Upper radiator hose 
 
Hardware: 
Qty 2  #20 hose clamp  

PART # DDM-13-5 
Engine oil cooler hose 
 
Hardware: 
Qty 2  #8 hose clamp  

PART # DDM-13-4 
Small coolant reservoir hose 
 
Hardware: 
Qty 2  #6 hose clamp  


